
OPERATING AND INSTALLATION INSTRUCTIONS
OF THE SECTIONAL GARAGE DOOR

FUTURE

Introduction

Prior  to  installation,  you  should  read  the  following  instructions  and  then  follow the  guidelines  included
therein. This guarantees safe installation, the right maintenance and contributes to long-lasting, failure-free
functioning of the product.

These  instructions  apply  to  the  installation  of  all  versions  of  the  gate  in  accordance  with  the
classification that can be found in our commercial offer, including standard and optional equipment. 

The sectional garage door “FUTURE” is intended for private use.

Warnings and important information

You can start the installation of the gate after having completed all the finishing works. The wall should be
plastered and the floor finished.  The walls should be made in accord with the construction practice. The inner wall
with the mounting hole has to constitute one surface and has to be perpendicular to the floor. The inner surfaces of
the mounting hole should be perpendicular to the inner surface of the wall with the mounting hole. The upper
surface of the mounting hole should be horizontal and parallel to the floor. The floor under the seal should be
cambered properly to ensure drainage. 
The room should be free from dust and the chemicals capable of damaging the garage door’s paint coating.

When using the garage door, you should make sure no objects and no people in particular are standing in
the way of the door curtain.
Warning! Risk of accident.

Any alternation and changes in structure of the garage door are not permitted since they can have impact
on the safety of the use of the garage door and they result in the loss of warranty.

Due to the fact that the counterbalance spring have been chosen precisely bearing in mind the weight of
the door leaf,  additional insulation and the installation of any other objects that may lead to overload are
prohibited. It can lead to the malfunctioning of the garage door.
Warning! Risk of accident. 

Special attention should be paid to suspending the runners.   In case of not suspending the runners, an
attempt to open the garage doors may result in an accident or damaging the door.
Warning! Risk of accident.

After  installing  the garage door,  you should immediately  remove the protective film from the
panels,  otherwise  the protective  film will  cling  very  tightly  to  the sheets  of  metal  due to  the solar
radiation.      It may become impossible to remove the protective film later. 

Installation of the garage door

These instructions contain the fundamental information which make it  possible to install  the garage door
properly. The proper installation of the garage door has crucial implications for its later functioning, which
means that it should be carried out by experienced fitters having the appropriate tools. The customer may
optionally commission the manufacturer  to  install  the garage door.  The installation is  carried  out  by the
manufacturer’s service team or its authorized representatives’ trained fitters. If you intend to install the garage
door on your own, you should follow the instructions to exclude any irregularities of garage door’s behavior,
to avoid its premature wear and the potential loss of warranty.
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Fig.1

The tools crucial to the proper installation of the garage door, (fig. 2)

Fig.2
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Before starting installation, you should thoroughly check whether the door opening, walls and floor, to
which the garage door is to be installed, have been made correctly. You should also check if the size of
the door opening matches the ordered sizes ‘Ho’ and ‘So’. (Fig.3)

Fig.3

After checking whether the size of the door opening matches the ordered sizes, one can start installing
angle bars (doorframe) (Fig.4)  If the size of the door opening is smaller than the width of the ordered
garage door, the 65 mm measurement shown on fig. 4 should be increased appropriately.

Fig.4

The angle bar should be put in the right place and you should mark spots in which you will drill. (Fig. 5 &
6)

Fig.5 Fig.6
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After marking the spots, the angle bar should be put away and you should make holes using a drill. (Fig. 7
& 8)

Fig.7 Fig.8

Then, screw anchors made of material compatible with that of the wall should be put in the holes you
have just made, and then the angle bar should be put in the right place and you should screw it to the wall
(Fig. 9 & 10) 

Fig.9 Fig.10

After installing the angle bars, you can install the set of runners (Fig. 11)

Fig.11

LEGBUD GARGULA, ul. Wolicka 8, 32-830 Wojnicz 4



After putting the set of runners in the right place, you should screw them to the bar angles, and then check
whether they have been installed correctly by measuring their diagonals. (Fig. 12 &13)

Fig.12 Fig.13

The next step is suspending the runners from the ceiling (Fig. 14 & 15)

Fig.14 Fig.15

After suspending the runners, one should install the cross runner (Fig. 16 & 17)

Fig.16 Fig.17
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The next step is installing the springs’ shaft.  The shaft is assembled at the time of shipping it to the client.
(Fig. 18)

Fig.18

The shaft should be put above the door opening in the manner shown on fig. 19 & 20. The both ends of
the shaft should be installed in the side cutouts of the angle bars. The fixings to the wall and the springs
should be placed symmetrically on the shaft. 

Fig.19

Fig.20

Then you can install the central prop to the lintel (Fig. 21)

Fig.21
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The next step is installing the protection from the results of a crack in the spring - installing protective
ring on the shaft (Fig. 22, 23, 24, 25)

Fig.22 Fig.23
                                   

      

                              

Fig.24 Fig.25

Then you can install panels, install lower bracket or, optionally, a protection against the results of cable
breaking (Fig. 26 & 27)

Fig.26 Fig.27
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The installation of a side hinge (Fig. 28 & 29)

Fig.28 Fig.29

The installation of a central hinge, which is in garage door wider than ‘So’ = 2600 mm (Fig. 30 & 31)

Fig.30 Fig.31

The installation of the upper bracket is divided into two stages. The first stage is attaching the bracket
with two screws and putting it  in the place which ensures its right clamp to the side seal.  The right
position of the panel can be achieved by moving the bracket up or down (Fig. 32. & 33)

Fig.32 Fig.33
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After setting the upper bracket, you can attach the remaining screws (Fig. 34 & 35)

Fig.34 Fig.35

Then you should bring the cable around the drum (Fig. 36), tighten it and then screw the drum (Fig. 37)

Fig.36 Fig.37

The next step of the installation of the garage door is the initial torsion of the springs counterbalancing the
weight of the door leaf (Fig. 38) The initial number of torsions to be done, N (estimated number), should
be chosen from the Table 1.  Then you should screw the spring’s pin to the shaft, (Fig. 39) and test run
the garage door. If necessary, you should change the springs’ tension.

Fig.38 Fig.39
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Table 1

Height of the
garage door
‘Ho’ [mm]

2000 2200 2400 2600 2800 3000

The number of
torsions ‘N’

7,1 7,8 8,4 8,9 9,2 9,8

If the garage door version does not include a lock, you should install a bolt in the door leaf and then make
a hole in the door angle for the bolt. (Fig. 40)  If the garage door version includes a lock, you should
install it and a catch.  You should connect the lock with the catch by a tie rod. (Fig.41)

Fig.40 Fig.41

The installation of the garage door with a wicket door

When installing  the  garage  door  version  with  a  wicket  door,  (Fig.  42)  you  should  pay  attention  to
properly installing the panels, hinges and fitting in the area occupied by the wicket door.

Fig.42

LEGBUD GARGULA, ul. Wolicka 8, 32-830 Wojnicz 10



You should start installing from the first panel at the bottom.   The individual parts of a given panel (the
left part, the right part, the door part) should be placed at the same level.  The gap between the subsequent
components of the door’s fitting should be about 1.5 mm (Fig. 43)  The central hinges should be rotated
around the linking axis in the direction of the inside of the garage. (Fig. 44)

Fig.43 Fig.44

The distance between the central hinges and components of the wicket door's fitting should not be greater
than 50 mm (Fig. 45)

Fig.45

Inspection and maintenance

You should inspect the garage door approximately once in six months. You should pay special attention
to the springs counterbalancing the weight of the door leaf. If necessary, you should increase or decrease
the springs’ tension.  Moreover, you should check rolls and components attached using bolts and screws.
You should check the condition of the cables on an ongoing basis and in case of detection of any damage
the cable should be replaced immediately.   The movable parts of the garage door should be greased with
the readily available spray grease.

        Not carrying out the aforementioned inspections may lead to garage door failure, which may
result in the danger of injury or damage to property.
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Warranty conditions:

The LEGBUD GARGULA company, hereinafter referred to as the manufacturer, ensures in its doors and accessories indicated in this warranty card, hereinafter 
referred to as products, high quality and durability of used materials, as well as efficient functioning, provided that:
● The products were not damaged when being transported by the seller, the buyer or other third party, 
● The products have not been damaged since handing them to the buyer, 
● The products have been installed according to the appropriate installation instruction for a given product, 
● The products were used according to the recommendations included in the user’s manual, 
● No entity unauthorized by the manufacturer have repaired or changed the products. 

The warranty covers defects in the product resulting from the fault of the manufacturer, meaning the use of flawed materials, production faults and design flaws.

The rights the buyer is granted because of this warranty can be exercised by the buyer after showing a valid guarantee certificate  and a receipt confirming the
purchase of the product. The warranty is valid only in the country where a given garage door has been purchased. 

The warranty becomes valid on the day of handing the product to the buyer who is the first buyer of a brand new product. If the guarantee certificate is not
completed fully, it is not valid.

If the buyer detects defects, he or she is obliged to notify the manufacturer about them within 60 days since their detection, quoting the series’ and the product’s
number.
Any obvious defects must be complained about within 30 days since the purchase date and before installing the product. If the aforementioned condition is not
met, the result is a loss of warranty in reference to not meeting its conditions.  

If the manufacturer is responsible for the detected defects, it can do the following in its sole discretion:

● repair the product at the buyer’s place, 
● repair or replace the damaged or flawed components in the manufacturer’s headquarters (after receiving the components) 
● have the seller or other authorized company repair the product at the manufacturer’s expense, 
● replace the product at the seller’s or the buyer’s, 
● pay the value of the product according to the price on the receipt, after returning the product. 

Only the manufacturer decides about the acceptance of warranty and about the manner of considering it. In case of a decision of replacing the product, the 
manufacturer may deliver a similar product, that is, of the same type, kind and quality.

The manufacturer is responsible for the product’s defects at most to product’s value when purchased and not more. The manufacturer is not responsible for any 
damage resulting from the product’s defects, such as the cost of redressing a damage, a loss of profit, and other.

All the defects resulting from: improper storage, improper maintenance, improper installation, and use of the product not according to the instructions and other 
reasons not attributable to the manufacturer will be repaired only at the expense of the buyer.

The following are not covered by the warranty: 

Any change of color and its decline as well as the product’s or its components’ corrosion caused by the external factors such as the sun/distilling/acid rain/salt and
so on, and also caused by any other phenomena causing early corrosion, including high air humidity (more than 60-65%) in the room where the product has been
installed. Other beyond the control of the manufacturer.   

The changes in material; the changes in the product or its components being the result of normal use, irregularities of or limitations to product’s functioning 
resulting from, e.g. obstruction caused by icing, snow, branches. All other damages and defects which are not defects of the product within the meaning of this 
warranty.

The abrasion of paint coating under seals and where the panels are connected (plating) which results from the normal use of the product, its structure and way of
functioning as well as its contamination.

A damage to the product resulting from not removing the protective film from the product within 10 days since the date of installation.
3 year anticorrosion warranty applies to the panels and is valid when the product is used in normal environmental conditions and is not exposed to aggressive 
substances, and is not used in an environment of high corrosiveness (C5 category in PN-EN 12500), and is not used within 500 m from a coastline. 

Unprotected cutting edges and cuts made during the installation (wire ends, cable ends, hole edges, etc.) within 10 mm from cutting line.

The malfunctioning of the product or its defects caused by installation not according to the instructions appropriate to a given product, and installation made not 
in accord with the construction practice. 

If the manufacturer’s service team is summoned unreasonably to warranty repair, the full cost of it will be covered by the claimant.  

All installation, operating and use instructions can be accessed after contacting the manufacturer. They are also available on the following website: 
www.legbudgargula.com.

In order to meet the warranty conditions it is required to make corrosion protection of the visible steel components within 6 months since the date of purchase. 
Additionally, a documented technical review of the product is required every 6 months.

The manufacturer is not responsible for damages to the products and losses incurred by the customer as a result of accidents beyond the control of the 
manufacturer (e.g. force majeure).

This warranty does not exclude, limit or suspend the customer’s rights when the provided product is inconsistent with the purchase agreement.

The buyer declares that he/she has received a complete, functional product of good quality and the installation instructions and that he/she accepts these 
warranty conditions.

WARRANTY CARD COMPLETION / SALE DATE COMPANY STAMP & SIGNATURE
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